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LEXAN F2000 / F2500

PRODUCT CAPABILITIES:

ADVANTAGES: APPLICATIONS INCLUDE:

GENERAL PROPERTIES
ISO or

UL Test

F2000

Typical Values

PHYSICAL

   Specific Gravity (g/cm3) ISO 527 1.23

   Water Absorption, 24 hrs (%) ISO 62 0.35

MECHANICAL

   Tensile Strength (MPa) ISO 527 60

   Tensile Modulus (MPa) ISO 527 2,300

   Tensile Elongation at Break (%) ISO 527 80

   Flexural Strength (MPa) ISO 178 100

   Flexural Modulus (MPa) ISO 178 2,300

   Compressive Strength (MPa) – –

   Hardness, Shore D – –

   IZOD Notched Impact (kJ/m2) ISO 180/1A 0.6

THERMAL   

   Coeff. of Thermal Expansion (1/°C) ASTM D696  7 x 10-5

   Heat Deflection Temp (°C) @ 0.45 MPa ISO 75 138

   Glass Transition Temp (°C) – –

   Max Operating Temp (°C) – –

   Thermal Conductivity (W/m°C) ASTM C177 0.2

   Flammability Rating (Glow Wire Test) @ 960°C IEC
60695-2-12

PASS

ELECTRICAL

   Dielectric Strength (volts/mil) – –

   Dielectric Constant at 1 MHz – –

   Volume Resistivity (ohm-cm) IEC 93 >1015

>1015   Surface Resistivity (ohm) IEC 93

• Sheet Size: 2.0mm to 12.0mm

• High Head and Flame
Resistant

• High Impact Strength
• Lightweight
• Formability
• Resilient
• High Resistance to Many
• Chemicals Such as Cleaning
• Fluids, Paints and Adhesives

• Transportation Including Aircraft, Train or
• Bus Interiors
• Light Diffusers, Dust Cover Panes and
• Other Applications in The Electrical and
• Electronics Industries
• Building and Construction

PRODUCT COLORS:

Clear

Flame Resistant Polycarbonate

NOTE: The information contained here in is typical values intended for reference only. 
They should NOT be used as a basis for design specifications or quality control. 
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