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TECHTRON   HPV PPS®

PRODUCT CAPABILITIES:

ADVANTAGES:

PRODUCT COLORS:

APPLICATIONS INCLUDE:

STOCK SHAPES

  Chemicals And High Temperature 
  Environments

  PA, POM, PET and other Plastics fall short
  or where PI, Peek and PAI are over-
  engineered and a more economical 
  solution must be found.

GENERAL PROPERTIES
ASTM or

UL Test

TECHTRON HPV PPS

PHYSICAL
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1.43

0.01

MECHANICAL
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D638

D695
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5
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M82

THERMAL   

E831

D648

D3418
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-

UL94
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-
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V-0
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ELECTRICAL

D149

D150

IEC 60093

ANSI / ESD STM 11.11

500

0
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> 1013

 

MITSUBISHI CHEMICAL

ADVANCED MATERIALS

**  TECHTRON® is the registered trademark of

NOTE: The information contained here in is typical values intended for reference only.
They should NOT be used as a basis for design specifications or quality control. 

Tensile Strength (psi)

Tensile Modulus (psi)

Tensile Strain at Break (%)

Compressive Stress at 10% Nominal Strain (psi)

Hardness, Rockwell

Coeff. of Linear Thermal Expansion (in./in./°F)

Heat Deflection Temp (°F / °C) @ 1.8 MPa

Glass Transition Temp (°F / °C) 

Melting Temp (°F / °C) 

Thermal Conductivity at 23°C (BTU in./[hr.ft  .°F])

Flammability Rating

Electric Strength (VoHs / mil)


