VESPEL® SCP-5000

Polylmide (Solution For Test Sockets)

PRODUCT CAPABILITIES: PRODUCT COLORS:
STOCK SHAPES . Chestnut
SCP-5000
- Sheet : 2mm, 3mm, 4mm, 6.5mm,
9.5mm, 50mm
‘Rod : 17410 2.75" APPLICATIONS INCLUDE:
- Seals
ADVANTAGES: - Valve Seats

- Test Sockets
- Superior Structural & Mechanical Strength - |t Pin Components

- Excellent Dimensional Stability
- Good Electrical Properties
DUPONT - Easy Machinability

- Extremely Low Outgassing

- Excellent Material Durability And Wear

Resistance
- High Resistance To Heat
- Low Moisture Absorption

** VESPEL® s the registered frademark of

GENERAL PROPERTIES i pical Values

PHYSICAL | \ w

Density (g/cms3) D792 1.46

Water Absorption, Immersion, 24 hr (%) D570 0.08
MECHANICAL A |

Tensile Strength @ 260°C (MPQ) D638 62

Tensile Elongation @ 260°C (%) D638 49

Flexural Strength @ 260°C (MPQ) D790 96.5

Flexural Modulus @ 260°C (MPa) D790 3.007

Compressive Modulus @ 23°C (MPQ) D695 9,060

Hardness, Rockwell, Scale E D785 95
THERMAL ‘\ )

Coeff. of Thermal Expansion (m/m/°C) D696 45x10°

Thermal Conductivity (W/mK) - R

ELECTRICAL A ’ V

Dielectric Constant, (104 Hz @ 23°C) D150 3.3

Dielectric Factor, (10 Hz @ 23°C) D150 0.001
Surface Resistivity at 23°C (Ohm/sq) D257 10'®
Volume Resistivity at 23°C (Ohm-m) D257 10

NOTE: The information contained here in is typical values intended for reference only.
They should NOT be used as a basis for design specifications or quality control.
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