
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
  

 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Welcome to our new issue of Pactumax Monthly Advanced Product Alert for the Year 2022 – keeping you 

informed of new product and materials advancements.  

 

This month’s featured items are HIPERSITE W5000 and Ertalon 66 30 % GF. 

 

HIPERSITE W5000 is a Polyetheretherketone plastic compounded together with a Carbon Nano-Tube is a 

high performing plastic with excellent ESD and Chemical & Physical characteristics.   

 

Ertalon 66 30 % GF is a 30% glass fiber-reinforced grade that has increased stiffness, strength and creep 

resistance.  

 

Remember, Pactumax is GROWING – we are now your One-Stop Source for all your materials and products’ 

needs! 
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ADVANCED PRODUCT ALERT OF THE MONTH 

 
                                                                  HIPERSITE W5000  

 

 

 

PRODUCT OVERVIEW 

HIPERSITE W5000 is a Polyetheretherketone plastic compounded together with a Carbon Nano-Tube is a high 

performing plastic with excellent ESD and Chemical & Physical characteristics. This material possesses good chemical 

resistance and high service temperature. HIPERSITE W5000 is suitable for applications such as semiconductor 

industries, HDD, LCD parts that are for anti-ESD purposes as well as Cleanroom environment settings. Other 

applications include Wafer Cassette, High Temperature Parts, Slider Tray, etc. 

 

 

HIPERSITE W5000  
 
 

 
 
 

 
PRODUCT COLORS 
 

 Black 
 

 
 
 

 

ADVANTAGES 

 Low Out-Gassing 

 Homogenous Surface and Volume Resistivity 

 Dimensionally stable 

 Ability to control respective resistivity within 10 to 

the first power in the range of 10e6 and 10e12 

 

APPLICATIONS 

 Sockets 

 Nests 

 Contractors for Test Equipment 

 Electronic Device Handling Components 

 

 

 

 

 

MCC ADVANCED Manufactured by 



TYPICAL PROPERTIES OF HIPERSITE W5000 
 

General Properties 
ASTM or 
UL TEST 

HIPERSITE W5000 
Typical Values 

PHYSICAL   

Density (g/cm3) D792 1.32 

Water Absorption, 24 hrs (%) D570 - 

MECHANICAL   

Tensile Strength (MPa)                                                             

 
D638 

 
110 

Tensile Elongation (%) D638 - 

Flexural Strength (MPa) D790 180 

Flexural Modulus (MPa) D790 4,200 

Compressive Strength (MPa) D695 - 

Compressive Modulus (MPa) D695 - 

Hardness, Rockwell (R scale) D785 123 

IZOD Notched Impact (J/m) D256 60 

THERMAL   

Coeff. of Linear Thermal Expansion 30 oC to 140 oC (x10-5/oC) D696 4.6 

Heat Deflection Temp (oF/  oC) at 1.82 MPa D648 306/152 

Glass Transition Temp (oF/  oC) D3418 - 

Crystal Melting Temp (oF/  oC) D3418 - 

Continuous Service Temp (oF/  oC) KCI Method - 

Flammability Rating  UL94 - 

ELECTRICAL   

Dielectric Strength (kV/mm) D149 - 

Surface Resistance (ohms) ESD11.11 <109 

Dielectric Constant at 1 MHz D150 - 

Dielectric Loss Tangent at 1 MHz D150 - 

 

 

 

 

 



 

    

 

 

 

PRODUCT OVERVIEW 

 

Ertalon® 66 30 % GF is a 30% glass fiber-reinforced grade that is high in stiffness, strength and creep resistance.  

Other properties include excellent wear resistance and dimensional stability. Ertalon® 66 30 % GF are often used in 

applications such as wear pads, pulleys, gear wheels, sleeve & slide bearings, etc. 

 

 

 

Ertalon® 66 30 % GF 

 

 
 
 
 
PRODUCT COLORS 
 

 Black 

  

ADVANTAGES  

 Increased tensile strength and stiffness 

compared to conventional unfilled grades. 

 Better compressive strength 

 Lower Thermal Expansion Coefficient over 

conventional unfilled grades 

 Exhibit increased structural & impact strength, 

and rigidity.  

 

APPLICATIONS 

 Sleeve & Slide Bearings 

 Conveyor rollers 

 Tension rollers 

 Gear wheels 

 Insulators 

 Support & Guide wheels 

 

 

 

 

 

Manufactured by   

 

Ertalon® 66 30 % GF  



TYPICAL PROPERTIES OF ERTALON® 66 30 % GF 

 

General Properties ASTM or UL Test 

 
ERTALON® 66 30 % 

GF 
Typical Values 

 

PHYSICAL 
 

 

Specific Gravity (g/cm3) D792 1.29 

Water Absorption, 24 hrs (%) D570 0.3 

MECHANICAL   

Tensile Strength (psi) 527 13,500 

Tensile Strain at Yield (%) 527 - 

Tensile Strain at Break (%) 527 5 

Tensile Modulus of Elasticity (psi) 527 675,000 

IZOD Impact Strength, Notched (ft.lb./in) D256 - 

Rockwell Hardness D785 M76 

THERMAL   

Coeff. Of Linear Thermal Expansion (in.in./ °F)  E831 2 x 10-5 

Heat Deflection Temp (°F / °C) @ 1.8 MPa D648 400/204 

Thermal Conductivity at 23 °C (BTU IN./ Chr.ft2.°FJ) - 1.70 

Melting Temperature (°F / °C) D3418 500/260 

Flammability Rating @ (3mm thickness) UL-94 HB 

ELECTRICAL   

Surface Resistivity (ohms/ sq) 
ANSI/ 

ESD STM 11.11 
> 1013 

Volume Resistivity (ohm-cm) (60093) >1014 

Dielectric Dissipation Factor Tan δ: at 1 MHz D150 - 

Electric Strength (volts/mil) D149 350 

 

 

 

 

 

 

 

 

 



                

   

 
 
  
  
 
 
 

Established in 1948, Reid Supply, a division of Essentra, also known as Reid Tool Supply back in the day, is a premier 

provider of over 40,000 industrial components to the North American manufacturing market. We offer a comprehensive 

line of quality industrial components and are well known for our broad range of clamps & work holding products, knobs, 

handles, & hand wheels, tooling & positioning components, feet, casters & vibration mounts 

 

 

Hand-Retractable Spring Plunger 
 

 

Body Thread Length = 30.5 mm | 1.200 in, 
Final End Force=1.8 kg | 4.000 lbs, Body 
Thread Size=3/8-16 

Item code: SPR-375N 
 

  
 

Hand-Retractable Spring Plunger is an Index Plunger 

with Lift Ring is made with a stainless steel pin and a 

nickel plated housing. The plunger is assisted by the Lift 

Ring for easy lifting for convenience. Applications include 

positioning, indexing & securing and locating.  

  
 
 

 
 
 
 
 
 

 

           

 

 

 

 

 

Manufactured by 

Hand-Retractable Spring Plunger 

http://www.reidsupply.com/en-us/clamps-and-workholding
https://www.reidsupply.com/en-us/knobs-handles-and-hand-wheels
https://www.reidsupply.com/en-us/knobs-handles-and-hand-wheels
https://www.reidsupply.com/en-us/tooling-positioning
https://www.reidsupply.com/en-us/feet-casters-and-vibration-mounts


 

           
 
Wiha seeks to make daily life much easier for users with a product assortment of innovative hand tool solutions geared 

towards user needs. This is why Wiha develops, designs and manufactures products that meet the strictest 

requirements for quality, functionality, durability and ergonomic design. As a trusted, strategic partner of specialist 

retailers, Wiha offers a wide range of quality products for the professional segment.  

 

 
Screwdriver with interchangeable blade set 
SYSTEM 6 
 

 
 

 

The blind holes with low-lying screws are harder to 

reach by the standard-length blade of a screwdriver.   

Screwdriver with interchangeable blade set 

SYSTEM 6 is a very versatile and space-saving tool. 

Due to its interchangeable blade technology, the 

required blade profile allows quick easy insertion and 

the blade length is designed to be able to fix to 

requirements.  

 

Screwdriver with interchangeable blade set 

SYSTEM 6 has adjustable lengths between 42 and 

114 mm. Blade is made of titanium silver, lasered 

output sizes as well as high quality CVM steel, 

through hardened. 

 

Screwdriver with interchangeable blade set 

SYSTEM 6 designs its handle to be compatible with 

all Wiha System 6  interchangeable blades (series 

284). In addition, the handle has a click-stop ball 

clamp that securely holds the blade in place. 

Futhermore, Screwdriver with interchangeable 

blade set SYSTEM 6 has an ergoniomically-shaped  

SoftFinish® handle which is very comfortable for the 

hands. This handle is endorsed and recommended 

by doctors and therapists.  

 

Screwdriver with interchangeable blade set 
SYSTEM 6 comes with a durable roll-up bag that 
houses and neatly stores the tools when not in use 
thus saving space.  
 

For more information on our products and availability, please do not hesitate to contact our nearest Pactumax International office, or 

e-mail us at sales@pactumax.com. We look forward to hearing from you!   

 
 
 
 
  

Highlights from the next issue of Pactumax Monthly Advanced Product Alert – Ketron Peek HPV and Rigid PVC.  

Ball Plungers- Stainless Steel (Vlier) and Nut driver and bit set ¼” and ½” (wiha). Stay tuned!   

 

 
Manufactured by 

Screwdriver with interchangeable blade set SYSTEM 6 

mailto:sales@pactumax.com

